Basic features

Tempered glass

Tempered glass is used in
the production, which is
characterized by increased
strength and safety in case
of accidental destruction.

Waterproof TV structure

Built-in TV is protected from
water according to the IPx4
standard; it can be used in
wet areas such as bathroom,

High Temperature Resistance

Our In-Wall TVs were tested
in a laboratory stove and also
in real Saunas, they can work
stable at tem;)eratures up to
80 Celcius (176 Fahrenheit).

Ultra Bright Screen

The use of such a screen
provides a bright picture for
a mirror TV.
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eWaterproof TVs

pool, jacuzzi, etc.

eMirror TVs

Waterproof remote control ¢ Easy to wash e Kitchen Cabinet TVs
The remote control can be The TV does not require & r\,

used with wet hands and special care; it can be smurt S

washed under the tap. washed like a regular mirror.

Android TV F H D Full HD/ 4K IPS LED

The TV runs on Android OS, The matrix is made using IPS

which allows you to go 4 K technology and provides

online, download apps from wide viewing angles. Thanks

Google Play. to this, you can enjoy a high-
resolution image.

Integrated vibration speakers @ TV system
The TV is equipped with

)) Vibration speakers 2 U0 iy
reproduce high-quality built-in dlgltal and analogue
sound through the glass, tuners, and you can also

i watch videos from a USB
mré'lﬁégf';%?fgecg_" IR flash drive or HDD.
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MODEL DIMENSIONS SPECIFICATIONS .
1 ] Screen resolution: 1920x1080 \‘
AVS240SM 24" & & | Brightness: 700cd/m2 for Mirror (250cd/m2 for B/W frame)
dl
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Installation dimensions: 633x430x55mm ~ 285 -
min

Screen resolution: 1920x1080

Brightness: 650cd/m2
Installation dimensions: 1540x992x83mm

AVS650SM 65" ¢

Screen resolution: 3840x2160 (4K)
Brightness: 500cd/m2
Installation dimensions: 1773x1127x83mm |  |o—-—-f--7""7~

AVS750SM 75"
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AVS320SM 32" % }80 Brightness: 800cd/m2 for Mirror (350cd/m2 for B/W frame) =
il j Installation dimensions: 807x568x57mm 1‘1\3 (AVS 240KS)
N S— 21 (AVS245K)
e ‘ Screen resolution: 3840x2160 (4K)
AVS430SM 43" 32 | Brightness: 700cd/m2
| J Installation dimensions: 1049x732x73mm
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T Screen resolution: 3840x2160 (4K)
AVS550SM | | 55¢ ] Brightness: 650cc/m2 These TV models AVS325KS
! \ Installation dimensions: 1309x868x81mm are designed for installation in is installed into
e p— standard 800 mm wide kitchen cabinets. 762 mm (30") US standard
‘*“'ZBHT ] Screen resolution: 3840x2160 (4K) cabinets.
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Black ® \White
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Color options

Color

options ¥ C—
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Mirror

Mirror Black White AVS320KS is installed into

900 mm extra wide cabinets.
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